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Characteristics:

UHF long range reader

TW10UHF

 12 dBi high performance vertical antenna

 Easy installation

 Supported protocols: ISO 18000-6B and ISO 18000-6C(EPC Gen2)

 FHSS anti-interference operating mode

 Reading distance from 1 up to 6 m

 Water-proof protection IP68

Frequency 902 ~ 928 MHz
Protocol ISO18000 6C Gen 2

Operating mode FHSS or fixed frequency
Antenna (gain) 12dBi

RF range 0 ~ 30 dBm (adjustable)
Development kit C, C++, C#, Java SDK
Identification time <10ms (single tag)
Reading distance 1 – 6 m

Communication interface 26/34, RS232, RS485 Wiegand
Input/output Input: 1 trigger, Output: 1 relay
Power supply DC 7.5 ~ 12 V, 3 A
Antenna power 1 W
Dimensions 450 * 450 * 50 mm
Weight 9 Kgs

Operating temperature -45ºC ~ 65ºC
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TW-BOARD TW10UHF

Wiring colour diagram:
Power GND 485 + 485 - WG
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DATA 1
Trigger
T+

Trigger
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RS232
RXD

RS232
TXD GND

12V DC
transformer
connection plug

RS232 connection plug

Connection of the TW10UHF reader to an access control
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